
Cordless
DV18DC(H4Z)
18V Impact Driver Drill

Features
• Increased performance to a maximum torque of 140Nm makes  
   heavy-load work much easier
• Due to the highly durable design that is resistant to heat  
   generation, it is difficult to stop even during continuous work
• Reduce twisting of the driver drill with RFC (Reactive Force Control)
• LED Light warning signals occur with RFC and when the tool is  
   overburdened or overheats 
• The side handle can be mounted in 11 different positions to  
   improve workability
• Compatible with the HiKOKI MultiVolt and 18V slide batteries
Specifications
Battery Voltage 18V
Motor type Brushless

TriggerSwitch type
Drill chuck type
Chuck capacity
Light
Clutch stages
Maximum Torque Hard Joint

Constant Speed Control

Maximum Torque Soft Joint
No load speed - low
No load speed - high

Soft Start
Dimensions L x H x W
Weight(including the battery)
Battery

1.5 - 13mm
Keyless metal chuck

22 (Torque 1.5 - 8.0Nm)
LED White

140Nm
70Nm
0 - 500rpm
0 - 2,000rpm
0 - 30,000ipm
Yes
190 x 267 x 89mm
2.8kg
HiKOKI MultiVolt battery

SCAN QR CODE FOR 
PRODUCT DETAILS


