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CJ36DA(H22)

Jig Saw
36V Cordless Jig Saw with Top Handle
Barcode 4966376331048

Brushless DC m

Tool-less blade changing system

4-stage orbital operation

Specifications

Wood 160mm
Cutting Capacity Mild Steel 10mm
Stainless Steel 3.2mm

Standard Mode 800 - 3,500 min!
No-Load Speed

Auto Mode 1,400 - 3,500 min”
Stroke 26mm
Minimum Cutting Radius 25mm
Maximum Cutting Radius 45° (right and left)
Type of Motor Fan Cooled DC Brushless
Type of Switch ;r\:\l%%ecr)NfOFF lock)
LED Light White LED
Weight 2.7kg (inc. battery)
Dimensions (L x H) 277 x 206mm

Selling Points

High cutting performance

Brushless motor

On-lock function to enable continuous work

Constant speed control maintains constant plunger strokes

Suitable for cutting under high load

HiKOKI Power Tools Australia reserves the right to change specifications of parts and accessories of
HiKOKI power tools without notice. Product images are for display purposes only. Accessories not

included unless otherwise stated. Product information should be confirmed at time of purchase.
Errors & Omissions excepted.

*Dust collector cap not included

Features

Auto mode

Brushless DC motor

Tool-less blade changing system

4-stage orbital operation

Included Accessories*

Jig Saw Blade No.41 (for wood)
4mm hex. bar wrench
Chip Cover

* Battery not included

Applications

Cutting various timber and pocket cutting

Cutting mild steel plate, aluminium plate, and copper plate
Cutting synthetic resins, such as phenol resin and vinyl chloride

Cutting thin and soft contruction materials

YEAR

POWER TOOLS
WARRANTY*

*6 year warranty on selected products with online registration.
For details visit www.hikokipowertools.com.au

HiKOKI 6 YEAR WARRANTY More information about
our conditions at www.hikokipowertools.com.au




