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Electric

C8FSE
216mm Slide Compound  
Mitre Saw
Features

• Dual linear ball bearings guide the slide for superior accuracy
• Die cast base with turn table for increased durability
• Positive mitre stops for quick and easy adjustment
• Quick change depth adjustment guide
• Lightweight for easy transportation

Specifications
Capacity – Mitre angle ................................0 - 45° left & 0 - 57° right
Capacity – Bevel angle ................................0 - 48° left & 0 - 5° right
Capacity – Positive mitre angle stop .......0, 15, 22.5, 31.6, 45°
Input power ...................................................1,050W
No load speed ...............................................5,500 (min-1)
Blade diameter ..............................................216mm
Blade bore.......................................................30mm
Weight .............................................................14kg
Dimensions .....................................................555 x 790 x 485mm
Standard accessories ................................... Blade, dust bag, vice assembly and 

wrench 

Maximum Cutting Capacity for C8FSE
0° (Right angle) .............................................65mm x 312mm / 75mm x 262mm
Mitre right / left 45°.....................................65mm x 220mm / 75mm x 185mm
Mitre right 57° ...............................................65mm x 170mm / 75mm x 140mm
Bevel left 45° ..................................................45mm x 312mm / 50mm x 252mm
Bevel right 5° ..................................................60mm x 312mm / 70mm x 252mm
Mitre right / left 45° + Bevel left 45° ......45mm x 220mm / 50mm x 170mm
Mitre right / left 45° + Bevel right 5° ......60mm x 220mm / 70mm x 170mm


