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UM36DA(H42)

Cordless Mixer
36V Brushless 200mm Cordless Mixer
Barcode 4966376338238

Brushless motor

Two-speed modes

Consistent speed control

Specifications

Mixing screw diameter 200mm

Spindle thread M14

Type of switch Trigger with stopper
High 0-1,200 min™

No-load Speed
Low 0-500 min”'

Weight 5.2kg*

Dimensions (L x H x W) 929 x 224 x 109mm

Features

Changeable two-speed rotational mode settings (high/low)

Dust protector cover to prevent substances into the main body

Soft start function prevents materials from splashing out

Designed with a built-in air vent to prevent from adhesion of materials

Safety lock on/off switch to prevent an accident

Included Accessories*

200mm diameter screw (A5)
Shaft (A2)

Hex. Nut (M14)

Side handle

17/19mm and 17/22mm wrench

* Battery not included

HiKOKI Power Tools Australia reserves the right to change specifications of parts and accessories of
HiKOKI power tools without notice. Product images are for display purposes only. Accessories not

included unless otherwise stated. Product information should be confirmed at time of purchase.
Errors & Omissions excepted.

-
Selling Points

High-speed mixing performance
Trigger switch allows variable rotational speed to minimise splashing

High efficient and easy to use

Applications
Mixes paint and stucco
Mixes spraying materials such as sand walls and tile coatings

Mixes and levels mortar

YEAR

POWER TOOLS
WARRANTY*

*6 year warranty on selected products with online registratio
For details visit www.hikokipowertoolszom.a

HiKOKI 6 YEAR WARRANTY More information about
our conditions at www.hikokipowertools.com.au




