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Specifications

Features

Applications

Selling Points
Tool less blade switching

Compact and lightweight for easy handling

Compact body for easy handling

Lightweight for less fatigue during long usage

Switchable reciprocating saw blade that is tool less  
and easy to change.

Compatible with jig saw blades

Compatible with HiKOKI 12V PEAK slide li-ion battery BSL1225M

Cutting through wood and metal 

Suitable for demolition projects

Type of power 12V

Type of motor DC Brushed

Capacity

Mild Steel pipe 50mm Ø

PVC 50mm Ø

Wood 50mm width

Mild Steel Plate 12mm width
No-load speed 0-3,200rpm

Stroke 13mm

Switch Type Variable Speed trigger

Weight 1.4kg

Dimensions (L x H x W) 335 x 158 x 74mm

HiKOKI YEAR WARRANTY More information about
our conditions at www.hikokipowertools.com.au

HiKOKI Power Tools Australia reserves the right to change specifications of parts and acces-
sories of HiKOKI power tools without notice. Product Images are for display purposes only. 
Accessories not included unless otherwise stated. Product information should be confirmed at 
time of purchase. Errors & Omissions excepted. 

CR12DA(H4Z)
12V PEAK Reciprocating Saw
Barcode 4966376337248  

Tool less blade switching

Compact and lightweight

Compatible with Jig saws




