
Cordless
DV36DC(HRZ)
36V Impact Driver Drill Kit

Features
• RFC (Reactive Force Control) - Built in gyroscope sensor detects a  
   predetermined angle and automatically stops the motor to  
   prevent excessive jerking of the tool. 
• LED Light warning during RFC, tool overburdening or overheating.
• Highly durable design that is resistant to heat generation. 
• The side handle can be mounted in 11 different positions.
• Includes: 2 x BSL36A18 Multi Volt batteries, UC18YSL3 rapid charger  
   and a stackable case 
Specifications
Battery Voltage 36V
Motor type Brushless

TriggerSwitch type
Drill chuck type
Chuck capacity
Light
Clutch stages
Maximum Torque

Capacity

No load speed - low
No load speed - high
No load impact rate

RFC(Reactive Force Control)
Foward / Reverse Mode
Dimensions L x H x W
Weight
Battery

1.5-13mm
Keyless metal chuck

22 (Torque 1.5 - 8.0Nm)
LED white

155Nm (Hard joint)
0-550rpm
0-2,200rpm
33,000bpm
Refer to QR Code
Yes
Yes
190 x 267 x 89mm
2.1kg
Compatible with HiKOKI 
MultiVolt battery

SCAN QR CODE FOR 
PRODUCT DETAILS


